
APV Gaulin Homogenizer MC45 Series 

Mfg: APV Gaulin Model: 2500-MC45-5TPS 

Stock No. DGPD162.248a Serial No. 876691, PH15-5, LW1341, 957790, 
90695 

 
APV Gaulin Homogenizer MC45 Series. Homogenizer Head Model: 2500-MC45-5TPS, S/N: 8766911. 
Block P/N's and S/N: PH15-5; LW1341; 957790; 90695; ARMCO.  The base unit formerly had a Model 
6000 804 head that was removed, and Genemco installed the 2500-MC45-5TPS head.  Maximum 
capacity: 2500 gph. Max working pressure: 5000 psi. Teco Electric Motor, 100 hp, 1175 rpm, 563 rpm 
(final), 575 V, 94 amps, 60 Hz, 3 phase. Motor Pulley diameter: 11-1/2 in. Gear Pulley diameter: 24 in. 
Hydraulic Pump with Baldor Industrial Motor, 1 hp, 1725 rpm, 575 V,1.4 amps, 60 Hz, 3 phase. Hydraulic 
Pump with Baldor Industrial Motor, 3/4 hp, 1725 rpm, 575 V, 1.2 amps, 60 Hz, 3 phase. IMO Pressure 
Switch, switch number: E1H-H90, adjustable range: 3-90psi, proof: 1000 psi, power supply: 125/250/480 
V, 10/10/3 amps. Elmar Cartridge Filter, Model: LRVH803B, cartridge: PWA80C50T. American Precision 
Industries Inc. Shell and Tube Heat Exchanger, S/N: 097431, Type: 500. Inlet: (1) 3 in. dia. S-line 
Fittings. Outlet: (1) 2 in. dia. S-line fittings. The MC45 homogenizer features a single stage hydraulic 
valve assembly, 2-1/4 in. diameter plungers, tapered seat poppet valve cylinders and a twin herringbone 
gear drive. Overall dimensions: 8 ft. 6 in. L x 4 ft. 4 in. W x 6 ft. 1 in. H.  
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 




