
1993 FES Howden Compressor Package with Rebuilt Screw Compressor  -  500 HP 

Mfg: FES Howden Model: WRV 321 / 1.93 

Stock No. DTTC2063.  Serial No. MK4E - 101 
 
1993 FES Howden Rotary Screw Compressor Package with Rebuilt Screw Compressor – 500 HP. 
Model: WRV 321 / 1.93. S/N: MK4E - 101. Refrigeration capacity: 500 Tons. Refrigerant: ammonia. Leak 
test pressure: 313 psig. Hydrostatic test pressure: 470 psig. 1992 FES Oil Separator, S/N: 920496, Nat’l 
Bd: 6172, MAWP: 250 psi. @ 200 °F. MDMT: -20 °F @ 250 psi. Dunham-Bush Oil cooler, Model: 
C00SE1530A2, S/N: 1006692, Nat’l Bd: 20947, MAWP shell side: 400 psi @ 200 ° F, MDMT shell side: 
18 °F @ 400 psi, MAWP tube side: 250 psi @ 200 °F. Westinghouse World Series Electric Motor, 500 
hp, 3576 rpm, 1160 V, 65 amps, 60 Hz, 3 phase. FES Micro II Control Panel, Model: 1335B, S/N and 
FES Contract No: 92320031. Viking Rotary Positive Displacement Pump, Model: AL4195, S/N: 
11320886. Siemens Motor, 7.5 hp, 1155 rpm, 230/460 V, 21.3/10.7 amps, 60 Hz, 3 phase. Inlets: (1) 7 
in. dia. refrigerant suction port. Outlets: (1) 6 in. dia. refrigerant discharge port. Overall dimensions: 14 ft. 
10 in. L x 7 ft. W x 11 ft. H. Hours since rebuild: 38,586. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 




