North Star M10 Flaked Ice Maker Refrigeration Package
Mfg: North Star Ice Model: M1080S4

Stock No. LYNT002. Serial No. 4941

North Star M10 Flake Ice Maker Refrigeration Package. Model: M1080S4. S/N: 4941. Nat'| Bd: 2665.
Stainless steel construction. Capacity: 4.0 tons/day at -25 °F evaporator temperature and 60 °F water
supply temperature. Refrigerant: Freon. MAWP @ 300 °F: 150 psi. Head thickness: 0.625 in. Dayton
Motor, 1/3 hp, 1140/950 rpm, 208-230/460 V, 1.7-1.8/0.8 amps, 60/50 Hz, 3 phase. Electra Dresser
Motor Drive, 50 ratio, 22.8/19 rpm (final). Makes ice from fresh water, seawater or other liquids. 304-
grade stainless steel water path components make the unit approved for use in USDA-inspected meat
and poultry plants, as well as other food processing applications. Inlets: (1) 1/2 in. dia. pipe (water), (1) 1
in. dia. pipe (media). Outlets: (1) 1/2 in. dia. pipe (media), (1) 2-1/2 in. dia. pipe (waste water), (1) 18 in.
dia. discharge. Overall dimensions: 4 ft.L x 3 ft 2 in. W x 4 ft. H.

Produces more ice per ton of refrigeration than any other ice maker using an equally rated compressor.
Makes sub-cooled ice with better cooling power than any other ice maker. Harvests ice continuously with
no defrost cycles. Reduces refrigeration losses with insulated fiberglass enclosure. Converts all make-up
water to ice eliminating waste. Saves space with compact design. Installs with standard construction
equipment and requires minimal maintenance. Designed with only one major moving part and no
refrigerant seals.

Carlyle Open-Drive Reciprocating Compressor. Model 5F40-149. S/N 2698J01090. Cylinders: 4.
Nominal hp: 20. Output: 39.8 cfm @ 1750 rpm. Slightly used. Complete with water cooled heads,
external unloaders, auxiliary external oil pump, service valves and mounting frame. Compressor is
equipped with a Young Heat Exchanger, Model: HF-201-HY-1P, S/N: CCD. Shell side MAWP: 250 psi.
Tube side MAWP: 150 psi. Maximum temperature: 350 °F. Magnetek Motor, 10 hp, 1725 rpm, 230/460
V, 24.8/12.4 amps, 60 Hz, 3 phase. Overall dimensions: 54 in. L x 33 in. W x 34 in. H.

Stainless Steel Screw Auger Conveyor. Screw auger dimensions: 4-1/4 in. dia. x 60 in. L. Auger housing
diameter: 5 in. Infeed hopper dimensions: 24 in. L x 22 in. W. Inlets: (1) 22 in. L x5 in. W. Outlets: (1) 5
in. L x 4-1/2 in. W. Overall dimensions: 64 in. L x 13 in. W x 15 in. H.







