
1991 Swan-Matic Single Cycle CapMaster C300 

Mfg: Swan-Matic Model: CapMaster  C300 

Stock No. SUBF223.3a Serial No. 3656 
 
1991 Swan-Matic Single Cycle CapMaster C300. Model: CapMaster C300. S/N: 3656. Capacity: 
Approximately 40 caps per minute. CapMaster Controller, Model C302E, 120 AC Volts, Baldor Motor, 1/4 
hp, 90 volts, 2.7 amps, 1,750 rpm. The model C300 is a cycle on demand machine that waits for the 
operator to place the container against a V-block switch in order to start the cycle. The machine 
automatically stops at the end of the cycle and the operator removes the container. All Bench top 
cappers feature an easy height adjustment crank handle.  The crank is part of a rack and pinion height 
adjustment system that allows for height adjustment for up to 13 inch tall containers. Overall dimensions: 
 23 in. L x 12 in. W x 35 in. H. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

 
SINGLE CYCLE CAPPERS MODEL C300 CAPPING MACHINE 

 

The model C300 is a cycle on demand 
machine that waits for the operator to 
place the container against a V-block 
switch in order to start the cycle. The 
machine automatically stops at the end 
of the cycle and the operator removes 
the container. The C300 includes a 
variable speed motor and will produce 
more than 40 cappings at factory 
settings. 
  

 
All Benchtop cappers feature an Easy 
Height Adjustment Crank Handle 

  

 
(Click image for details) 
LOOKING FOR PORTABILITY? 
The C650 Capping carts provides the ability 
to take the machine to the work rather than 
the work to the machine.  [More Info] 

  
Instructions (PDF) 
  
Standard Features 
Safety Features 
Basic Operation (PDF) 
Basic Dimensions 
  
Available Options: 

• Reversing Switch 
• Foot Switches 
• Extended (Taller) Column 
• Coatings / Plating 
• 50Hz or 60Hz Operation 
• Precise Torque Capper Clutch 

Customization Available Upon Request 
  
  

Model Number Input Main Feature 

C300.1 120 Volts 

C300.2 240 Volts 

Single Cycle: 
operates on-

demand  

 



 
CAPPER DIMENSIONS   

   
 

 

All electric benchtop models are available for 50Hz and 60Hz 
operation. The following are options which can be added to 
enhance machine operation and/or performance: 

• Spindle reversing feature to facilitate de-capping  
• Longer columns for up to 15 inch containers  
• Foot switch for hands-free operation  
• Stainless steel shaft and clutch assemblies  
• Precision magnetic hysteresis clutch (accurate to 0.1 in-lbs)  
• Special coatings and plating  
• Hazardous location motors Adjustable height cart Corrosion 

resistant finish  
  

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 




